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Input Voltage 12 Volt DC - Constant Voltage

Power Consumption 24 W ± 1.2

Wire Size 20 AWG 2 wire

Connector Free Leads

Expected Lifespan 50,000 Hrs

Color Temperature

Warm White 2800K - 3300K
Netrual White 4100K  LumiSheet Match 
Pure/Cool White 5300K LumiSheet Match
Pure/Cool White 5500K - 6000K
Color Adjustable RGB

Approx. Luminous Flux (lm) 5300 lm

Operating Temperature -30˚C (-22˚F) ~ +40 °C (+104 °F)

Environment Dry location (Standard)

Number of LEDs 300 per 5m (16 ft)

Gap between LEDs 5/8” (16.7mm)

Maximum Length 5m (16 ft)

    

PHYSICAL

Easy Installation •
Long LIfespan •  (~70,000 hours)

LumiSheet Color Matching •  
Multi-Color Option •  (Available in RGB)

High Brightness •  
Certified •  (CE & RoHS compliant)

3-Year Warranty •  

ELECTRICAL SPECIAL FEATURES

DIMENSIONS

Double-sided  3M adhesive  tape on the back

3/8"   ( 10mm)5/8"  (16.7mm)Separ able every 3 LEDs

Max 16'  in a roll

QUICK SPECS

LED Light Tape

TMStrip


